
Rain Gauge Service - Examine 
Rain Gauge  
1. Check the rain gauge for dirt and collect debris.

2. Remove the rain gauge screen and clean inside.

3. Check that the small hole in the center of the rain

bucket is fully cleared.

4. Clean the base of the rain gauge and interior

underneath the bucket, including the tipping

mechanism.

5. After cleaning, tip of the tipping mechanism back

and forth 10 times.

Check the 10x tip counts are transmitted through to 

the website using the Mobile App Test page. (Note: 

to have this test data deleted, contact Wildeye in WA, 

0428 216 720)

Wind sensor Service
1. Check that the wind direction and wind speed

sensors move freely on their bearings.

2. If they do not move freely, please contact Wildeye

for replacement support.

WildEye Weather Station Service
This guide describes all the steps involved in maintaining a 
Wildeye Weather Station Service.

For more information and direct 
support, contact WildEye 

via 0428 217 720 (WA) or 
support@mywildeye.com



Solar Sensor Service
1. Clean the solar radiation sensor with a soft

cloth, dampened with water. Don't touch

the diffuser with your hands.

Heat Shield Sensor Inspection
1. Inspect the heat shield to observe the state of

it.

2. If dirty, remove the actual sensor from the

radiation shield before cleaning the heat

shield.

3. Clean the heat shield with a damp cloth and

place the shield and sensor back onto station.

Solar Panel Inspection
1. Inspect the solar panel to observe the state of it.

2. Clean dust off the solar panel

3. Replace any bent bird spikes

This resource has been developed through the Australian Government’s Future 
Drought Fund: Extension and Adoption of Drought Resilience Farming Practices 

Program, with support from Stirlings to Coast Farmers and Wildeye.

Remount your weather station so it is level.


